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MATERIAL SAFETY DATA SHEET

Required under USDL Safety and Health Regulations for Ship Repairing,

Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION |

MANUFACTURER'S NAME . ' EMERGENCY TELEPHONE NO.

3M COMPANY ' | - (612)733-

2328

ADDRESS (Number, Street, City, State, and ZIP.Code)

M CENTER, ST. PAUL, MINNESOTA 55101

CHEMICAL NAME AND SYNONYMS ) T§€8? emERW sg;%unv

sIndustrial

CHEMICAL FAMILY FORMULA Adhesive EC-

1022

SECTION Il - HAZARDOUS INGREDIENTS

PAINTS, Pgesenvn‘nves, & SOLVENTS % (lTJ:i‘:s_l | ALLOYS AND METALLIC COATINGS % | (aie)
PIGMENTS ‘ , ' ‘ BASE METAL
CATALYST IR ALLOYS
VEHICUE 1 METALLIC COATINGS - '

- v
SOLVENTS 1] ;:.'Dl-sgcno;\ﬂr?é GR CORE FLUX.
ADDITIVES ‘ OTHERS

| otHers
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES | % | sy,
i ' . ppm
Acetone k50 1000
Methyl Ethyl Ketone k15 200
Toluol , . <15 100
SECTION |11 - PHYSICAL DATA
BOILING POINT ©F) Acetone - . . 1 3'20":" SPECIFIC GRAVITY (H30%1) 0 .88
VAPOR PRESSURE (mmHg.) @ 2(0°F 185 mm - 35“553%‘3&”\#51 ght ~ about 75
VAPOR DENSITY (AIR=1) 1 (EVAPO"AT'ON RT;)E
SOLUBILITY IN WATER about 60% -
APPEARANCE AND ODOR L OW v1scos1ty brown 1iquid strong ketone odor
SECTION IV - FIRE AND‘EXPLOSION HAZARD DATA
FLASH POINT (Method used) [FLAMMABLE LiMITS et Ul
/ Acetone +0°F- (0C) [
EXTINGUISHING MEDIA COZ’ foam, dY‘y Chem'lca] S
SPECIAL FIRE FIGHTING PROCFDURES NO ne ’
UNUSUAL FIRE AND EXPLOSION HAZARDS Nohe
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" SECTION V - HEALTH HAZARD DATA
See Section II |

7 .m'shdLb LIMIT VALUE

{1 FCTEOF GVEREXPOSURE : '
Liquid may be irritating to the eyes and skin. Inhalation of

concentrated vapors may cause narcosis.
t 1At RG(»NCY AND FIRST AI1O PROCEDURE :
EYE contact: Flush eyes immediately with plenty of water. Seek

medical attention. SKIN contact: Wash with soap and water.
| INHALATION: Provide fresh air,

SECTION VI - REACTIVITY DATA

CARILITY UNSTABLE ' CONDITIONS TO AVOID

STABLE X

L MCOMPATABILITY [Materials to avoid)

i
i
)
H
!
{
E IA7ARDOUS DECOMPOSITION PRODUCTS
i

| : CONDITIONS TO AVOID
i (AnZARDOUS MAY OCCUR ,

Loen VMERIZATION

wiLL NOT OCCUR . {

| SECTION Vil - SPILL OR LEAK PROCEDURES

!H"% TO BE TAKEN IN CASE MATERIAL 15 RELEASED OR SPILLED

Extinquish all ignition sources. Collegi_;pillgn_mater1a1. Clean
uq_nesidue.

!

HAG &E DISPOSAL METHOD
Incinerate properly.

:
1
e

"SECTION VIIl - SPECIAL PROTECTION INFORMATION

WEESHTRATORY PROTECTION (Specify fype)

- e ooy,
i

LOCAL EXHAUST

{ YENTILATION X . | SPECIAL
: MECHANICAL (General) OTHER

i . .

t PROTECTIVE GLOVES EVE PROTECTION X

(3THER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS

pFlECﬂ\L)TlONS TO BE TAKEN IN HANDLING AND STORING -
Keep away from heat, sparks and flames, Use on]v in areas with ade-

quate ventilation to keep vapor level be10w threshold limit of
soTVRRYST " AVoid eye contact, Avoid pro}bnged breathing of vapors

and pro]onged or. repeated skin contnt Keep.container closed.
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COMPANY

/

GENERAL OFFICES » 3M CENTER » SAINT PAUL, MINNESOTA 55101 « TEL. (612) 733-1110

ADHESIVES, COATINGS AND SEALERS DIVISION ¢« 3M COMPANY

6411 RANDOLPH STREET s LOS ANGELES, CALIFORNIA 90040

5\

TEL. (213) 726-1511

February 23, 1977

Douglas Aircraft Co.
3855 Lakewood Blvd.
Long Beach, Calif. 90846

Attention:

M. J. Venerosa, Dept. C1l-726 (52-11)

Materials Handling & Packaging Engineering .

Reference: Cl-726-40

Gentlemen:

’

In resﬁonse to your letter of February 15, 1977, requested information
for reshipment of our 3M Produets is listed below.

c.C.
Product DOT Proper Shipping Name DOT Hazard Classification Flash Point
1 y.,«q)’?sc 1022 Cements, Adhesives, NOI Flammable Liquid 15°F
4gqq9“ﬁc 1711 Cements, Adhesives, NOI Flammable Liquid -14°F
y§43) EC 826 Cements, Adhesives, NOI Flammable Liquid 24°F
djfyig EC 776 Paint, Liquid (Paints, NOI, ,
“ Y2 Liquid) Flammable Liquid 73°F
,,7,/2,3]30 776SR  Paint, Liquid (Paints, NOI,
Liquid) Flammable Liquid 73°F
Jiaﬁ—-EC 1099 Cements, Adhesives, NOI Flammable Liquid 5°F
J /43%3) *EC 1660  Paint, Liquid (Paints, NOI,
Liquid) Flammable Liquid 4O°F
*EC 1660 Material is heat sensitive and would require dry ice

for shipping.

zgy,/ EC 1415)has been oBsoleted from our product line.

MINNESOTA MINING AND mANUFAETURING EOMPANY
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“Douglas Aircraft Cq o W,

Material Safety Data Sheets on the above products will be sent
under separate cover to your attention from our home office in
St. Paul, Minnesota.

Thank you for your continued interest in our 3M Products. If we
may be of further assistance, please advise.

Very truly yours,

Beth Gothier
Customer Service Department

BG/jr
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